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.MATERIAL
  BODY HOUSING :
     HIGH TEMPERATURE THERMOPLASTIC,BLACK,UL94V-0.
  INSERT HOUSING :
     HIGH TEMPERATURE THERMOPLASTIC,BLACK,UL94V-0.
  LIGHT PIPE HOUSING :
     HIGH TEMPERATURE THERMOPLASTIC,CLEAR,UL94V-2
  TERMINALS :
     0.36mm THICKNESS PHOSPH-BRONZE PLATED WITH
     3.81 mMIN BRIGHT TIN IN SOLDER AREA,
     1.27 mMIN GOLD IN CONTACT AREA,
     ALL OVER 1.27 mMIN NICKEL.
  SHIELD :
     0.2mm THICKNESS PHOSPH-BRONZE PRE-PLATED
     1.27 mMIN SEMI-BRIGHT NICKEL, AND POST DIPPED
     2.0 mMIN BRIGHT TIN ON PCB GROUND TABS

.SUGGESTED PANEL OPENING DIMENSIONS.

.SUGGESTED CLEARANCE BETWEEN TOP OF CONNECTOR
     AND TOP PANEL OPENING.

.SUGGESTED PANEL LOCATION POINT.

.OFFSET TO LIGHT PIPE.

.TO BE DETERMINED BY CUSTOMER.

.NO VISIBLE SCRACH AND DAMAGE ON HATCHING AREA
     AND LIGHT PIPE SURFACE BY VISUAL INSPECTION
     300MM APART FROM PRODUCT.
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RECOMMENDED ETHERNET PLUG
 
INDUSTRIAL ETHERNET :   1903527-1
MODULAR PLUG KIT    : 5-1479185-3

RECOMMENDED PCB BOARD LAYOUT
FOR WAVE SOLDER PROCESS

RECOMMENDED PCB THICKNESS = 1.6mm
(GENERAL TOLERANCE = �#�0.05)

SMT LED AREA
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