AC Line Filters Electronic Components

SS Coils, S528V/H-CH Type KEMET

Overview Applications

The KEMET SS Coils, SS28V/H-CH Type AC line filters are + Consumer Electronics
offered in a wide variety of sizes and specifications. « Common mode choke
Benefts

+ Wide variety of sizes and specifications
Inductances up to 60 mH

Rated Currentsupto 2.5 A

+ DC Resistances as low as 0.16 Q

One world. One KEMET
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Electronic Components

AC Line Filters — SS Coils, SS28V/H-CH Type

Dimensions — Millimeters
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Environmental Compliance

All KEMET AC Line Filters are RoHS Compliant.

®

RoHS Compliant

Table 1 — Ratings & Part Number Reference

Rated Current Inductance | DC Resistance/
Part Number (mH) Line (Q)
AC (A) N .
Minimum Maximum

(1) To complete KEMET part number, insert V for vertical core type or H for horizontal core type.
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AC Line Filters — SS Coils, SS28V/H-CH Type

KEMET Electronics Corporation Sales O ces

For a complete list of our global sales offices, please visit www.kemet.com/sales.

Disclaimer

All product specifications, statements, information and data (collectively, the “Information”) in this datasheet are subject to change. The customer is responsible for
checking and verifying the extent to which the Information contained in this publication is applicable to an order at the time the order is placed.

All Information given herein is believed to be accurate and reliable, but it is presented without guarantee, warranty, or responsibility of any kind, expressed or implied.

Statements of suitability for certain applications are based on KEMET Electronics Corporation’s (“KEMET") knowledge of typical operating conditions for such
applications, but are not intended to constitute - and KEMET specifically disclaims - any warranty concerning suitability for a specific customer application or use.
The Information is intended for use only by customers who have the requisite experience and capability to determine the correct products for their application. Any
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