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General Note  
TT Electronics reserves the right to make changes in product specification without 
notice or liability.  All information is subject to TT Electronics’ own data and is 
considered accurate at time of going to print. 

Description: 
The OVSA1xBC2R8 series is designed for wide angle, uniform light output. Its internal reflector and colorless clear 
lens optimize luminous intensity and make it ideal for backlighting applications and for coupling with light guides. 

Applications: 

 Traffic lights
 Signal and symbol luminaire
 Mono-color indicators
 Backlighting (LCD, switches, displays, illuminated advertising)
 Interior automotive lighting (instrumentation clusters)
 Safety marker lights (steps, exit ways)

Features: 
 High intensity with low power consumption

 PLCC4 packaged in 8 mm tape on 7” diameter reel

 Compatible with automatic placement equipment

 Dimensions: 3.2 x 2.7 x 1.95 mm

 120° viewing angle
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OVSA1xBC2R8 Series 

Absolute Maximum Ratings (TA = 25° C unless otherwise noted)  

Electrical Specifications 

Electrical Characteristics (TA = 25° C unless otherwise noted)  
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OVSA1xBC2R8 Series 

GREEN: OVSA1GBC2R8 

IV Code Min (mcd) Max (mcd) 

Xb 2240 2800 

Ya 2800 3550 

Yb 3550 4500 

BLUE: OVSA1BBC2R8 

IV Code Min (mcd) Max (mcd) 

Ua 450 560 

Ub 560 710 

Va 710 900 

Luminous Intensity (IV ) @ 30mA 

BLUE: OVSA1BBC2R8 

nm Code Min Max 

B3 460 465 

B4 465 470 

B5 470 475 

Dominant Wavelength (nm) 

GREEN: OVSA1GBC2R8 

nm Code Min Max 

G7 520 525 

G8 525 530 

G9 530 535 

RED: OVSA1SBC2R8 

IV Code Min (mcd) Max (mcd) 

Wa 1120 1400 

Wb 1400 1800 

Xa 1800 2240 

Xb 2240 2800 

AMBER:  OVSA1ABC2R8 

IV Code Min (mcd) Max (mcd) 

Wa 1120 1400 

Wb 1400 1800 

Xa 1800 2240 

Xb 2240 2800 

Luminous Intensity (IV ) @ 50mA 

RED: OVSA1SBC2R8 

nm Code Min Max 

RA 618 630 

AMBER: OVSA1ABC2R8 

nm Code Min Max 

A2 584 587 

A3 587 590 

A4 590 593 

A5 593 596 

A6 596 599 

Dominant Wavelength (nm) 
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OVSA1xBC2R8 Series 

Typical Electro-Optical Characteristics Curves OVSA1BBC2R8 (Blue) & 
OVSA1GBC2R8 (Green) 
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OVSA1xBC2R8 Series 

Typical Electro-Optical Characteristics Curves for OVSA1SBC2R8 (Red) & 
OVSA1ABC2R8 (Amber) 
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OVSA1xBC2R8 Series 
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