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CAT NO.
UTS CABLE PLUG, SIZE-18, 4X SIZE-8 SOCKET

DRAWING TITLE

B RSK
09-08-11

NPP
09-08-11

A RELEASED PER ECN 11468 SCP
07-18-11

NPP
07-18-11

REV DESCRIPTION
BY
DATE

CHKD
DATE

ANGLES �#1�$
�#0.010 [�#.25]THREE PLACES
�#0.02 [�#.5]TWO PLACES
�#.1 [�#3]ONE PLACE
INCH [mm]No. OF PLACES

TOLERANCES
UNLESS OTHERWISE SPECIFIED

THIRD ANGLE PROJECTION

LINEAR
MEASURE:

S99696
NOTES:
 
1.  MATES WITH UTS7183G1P___
 
2. USES 1-TO-4 EA. SIZE-8, 3.6mm SOCKETS (CONTACTS ORDERED SEPARATELY)
   CONTACT TYPE: REFER TO SOURIAU BSD202333001
 
3.   MATERIALS
3.1 PLUG: COUPLING & INSULATOR: POLYAMIDE UL94V0, COLOR-BLACK
3.2 ALL MATERIALS ARE RoHS COMPLIANT.
 
4.   MECHANICAL PERFORMANCE.
4.1 OPERATING TEMPERTURE: -40 TO 105�$ C
4.2 CORROSION: SALT SPRAY, 500 HOUR
4.3 DURABILTY: 250 MATE-UNMATE CYCLES
4.4 SEALING IN MATED CONDITION: IEC 60529-IP68: 10M WATER, 1-WEEK;
    -IP69K: HIGH-PRESSURE WATER, DIN 40050
 
5.  ELECTRICAL PERFORMANCE
5.1 DIELECTRIC WITHSTANDING VOLTAGE / INSULATION RESISTANCE
    2200 VRMS MAX. BETWEEN CIRCUITS / 5000 MOhm MIN. @ 500 VDC
5.2 OPERATING VOLTAGE: 600 VAC MAX.
5.3 CIRCUIT USE: 
    B,C,D: 44 AMP AC MAX; 
    A: GROUND: FIRST MATE LAST BREAK
 
6  PACKAGING: LABEL INCLUDES SOURIAU P/N & QTY.
 
7.  UL 1977 RECOGNIZED.
 
   KEY ORIENTATION MARKING, COLOR WHITE.
 
9. UNITED STATED PATENT 7,955,125

BACKSHELL
ASSEMBLY

CABLE RANGE
7-16mm

WITH REDUCING SEAL

PLUG

SCALE  2:1
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