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SIZE Part Num. Threading | Headscrew NOTES:
- 8650PHRAZ2S0TLE | UNC 4.40 Black Material: Polycarbonat (UL94V-0)
8690PHRAZS02LE M3 Grey Cable strain relief: Polycarbonat (UL94V-0)
Temperature range: -40°C to 120°C
Cable diometer: 4.0 to 13,0 mm
- Jackscrew:
- - Headscrew : plastic, colour according threading
~ - Body Metal, threading according tables
Packaging: Bulk, 1n box of 100 P/N
Covers screwing force (max): 100 Ncm
Jackscrew screwing force (max): 50 Nem

NOTE:RoHS INFORMATIONS

-The "LF" product meets European union Directives
ond other country requlations as described in
65-22-008.

-The product is not intented to be exposed to a
manufacturing solder process.

-Packaging spec: see GS-14-920.
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SIZE Part Num. Threading | Headscrew SIZE Part Num. Threading | Headscrew
8655PHRAOGOILF | UNC 4.40 Black 8655PHRATSOILE | UNC 4.40 Black
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8655PHRAOG0ZLF M3 Grey 8655PHRAT502LF M3 Grey
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S‘ZE pBPT Num Thf@&]d\ﬂg HGQdSCFGW spec ref dr AP, 2011/04/15 projecﬁon size scale
tolerance std eng |Jpalibard 2015/06/22 mm A3 3.2
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CABLING INSTRUCTIONS

|- Use two halves of strain relief different sizes can be mixed

(@4,57 or 9)
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3- Mount connector and cable

into the backshell

4- Assemble the other half screwing force: 100 Ncm
2- Attach the strain relief around the cable
spec ref dr |AP 2011/04/15 projection size scale
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