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18R EF (Plug Component) BAERKIRZ R T (Dimensions) BIRE (Wire Styls) EEBHIE R~ (Dimensions) I F#R1& (Termianl Style)
BBfs(Color) | BfFiit(Component) | Qty. | WE(Strip) | SMHIROY) | EE(Color) | SIT IBAWGX3C 5hIROY) | PIRI(Strip) | EEE(Colon) $B &R (nstruction) I F4R%5(Style No.)
(Shielded, A+E) Zmn
33;6?‘(? ME-302 (IEC 60320, C13) 1 67 18+2 | 2/Black(l) 50.8+5 65+3 | 2/Black(L) (StriFfiﬁjﬁf;?f&ii%j;ijate 9
= — 105°C £ & (Black) -
AR 2.0*4.0 7 &% F(GEM 98752A-0) 1 . . BEIRR TR BBRE
Brass-Natural] (2.0*4.0 Receptacle Terminal) 3 6% 18+2 |A/White) 2000450 20825 65+3 | B/White(N) (Strip and Retain Outside Insulated)
kEe GA005-5 T EHAM AR P " o Length - =Y N BRRRTHR BBREL
(Off-White) | (Computer 2x4 Serial Housing) 1 6% 18+2 | #/Green(E) (78.7"+2") 50.8+5 6.5+3 #2/Green(E) (Strip and Retain Outside Insulated)
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e 6.35:3(F"+b3X]
2000450 (78.7"+2")
AL-FOIL/MYLAR Think 0.025mm PVC Insulation Thickness 0.76(>0.69mm) S
Overall Diameter 2.75+0.10mm
Copper Conductor 41/0.160+0.003mm
Diameter 1.18mm (Approx.)
Cotton Parer % Lap Warp
.20 5 a0, 39
i i e B-C2 #LARE’R (Tied L Hank Detail
(Dimensions of Connector Face) SIT 18AWGK3C Shielded(A+E) C2 #L# B (Tied Loop Hank Detail)
(Wire Cross-Section)
‘M ENF . ) .
SR
(Wire Printed) Fohiw, SHEEEDF (Fillers, Printing Ink) CnC Tech. LLC
BEH I (Packing) Industrial Cable and Connector Technology
REV | DATE REVISE CONTENT 1. Hi-Pot Test : 1500V/1Sec ; <0.5mA. " —— DRAWN
2 Insulation Resi Test - DC 500/min>100 h Tied Hank See Hank Detail Chus.
-2012 The first edition is issued and drawing. - insulation Resistance Test - /min>100 meg-ohm. i
A |08/30 3 . Continuity & Polarization Test : No short circuit, break Carton Size | 480 x 320 x 250 CUSTOMER
circuit, displacement. Pack Number | 125pcs/ ELbLaISter DATE
4 . Each end terminal shall be capable of withstanding a pull - apels _ _ 9 Rl
of 25lbs for 1 minutes without loosening. Carton Print_|See Purchase Order|  08/30-2012 P/NNo. | 800-1809-2-5/T0-BL-00200
5 . Strain relief shall be capable of withstanding a pull of IEC 60320, C13 to ROJ (S&R) Power | MATERIAL PVC | UNIT | o
35lbs for 1 minutes without loosening. TYPE Supply Cord
6 . All material according to Non-toxic standard.(Material DRAWNING Customer
must be RoHS compliant.) 098MM1002 REV A Approval
7 . "FMC" logo maybe present on C13. NO.
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