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IS NOT TO BE USED
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PART NUMBER | SIZE |, =05 |\ =00 [ o vl w05 [, =0l
PV10-8FX *8 | 25199401 | (650122755 (4.52)
PV10-10Fx | *#10 |25 9) 1. %01 | (650 | 22558 )| 15 08
PVIO-14FX | 1747 |35 Z0)| (127 | (8.3 |24 264)| (6 B6)
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3. STRIP LENGTH -

4.

UL LISTED AND CSA CERTIFIED FOR:
BLDG WIRE

A. ©B600V. MAX.

(1000 V. MAX
AND

B. 300 v. MAX BLDG WIRE,
l12-10 AWG SOLID OR STRANDED

) MAX TEMP RATING

COPPER WIRE, &

WITH THE CT-100
INSTALLATION TOOLS.

MATERTAL @
A. STAMPING

B. HOUSING -

SEE www.

.04"

VINYL,
5/16

167°F

(75°C

-0

(105°C MAX)
CT-1550

(1.02) THK COPPER,
YELLOW

+1/32

panduit.com FOR PART NUMBER

SUFFIX DESIGNATION FOR PACKAGE SIZE.

5. DIMENSIONS IN BRACKETS ARE IN MILL IMETERS (::)

TIN

TEMP RATING
INSTALLATION TOOLS #12 STR OR S0OL

INSTALLATION TOOLS.

PLATED

LISTED
587H

ES2164

IN SIGNS, FIXTURES & LUMINAIRES],
14-10 AWG SOLID OR STRANDED
COPPER WIRE, & 221°F

WITH THE CT-550
& #10 STR W/ CT-1551,

IN ANY WAY DETRIMENTAL TO THE

INTERESTS OF PANDUIT CORP.

—H DIA

C RAD

— SERRATED
BARREL

— BRAZED
SEAM

—— BEVELED

EDGE

HOUS ING

. 200 (6.35)

MAX. WIRE
INSUL. DIA.
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TINLEY PARK, I[LLINOIS

#12-10 BARREL VINYL INSULATED FORK,
07 S/11| SB Added Note #4 .250 (6.35) MAX WIRE INSUL. DIA.
REV | DATE |BY |CHK DESCRIPTION ECN cust| e | BbAW o o NONE B A41258




